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NOTES:

I. THIS DRAWING ILLUSTRATES THE VARIOUS
COMPONENTS AND ALTERNATIVE PRODUCTS
AVAILABLE TO DESIGN INFILTRATION
SYSTEMS. THE NATURAL RESOURCES
CONSERVATION SERVICE AND THE

CONSERVATION DISTRICTS DO NOT ENDORSE

ANY PARTICULAR BMP PRODUCTS.

2. REFER TO THE APPROVED BMP PLAN AND THE APPROVED
BMP CALCULATION SPREADSHEET FOR THE SIZING
REQUIREMENTS FOR YOUR PROPERTY. CONTACT TRPA IF
EVALUATION/PLAN/CALCULATIONS ARE MORE THAN TWO
YEARS OLD.

3. INSTALL CLEAN OUTS AS NECESSARY FOR

SUBSURFACE CONVEYANCE SYSTEMS. REFER

TO DETAILS IN BMP-005, "SUBSURFACE
CONVEYANCE SYSTEM."

L. USE PRODUCTS SHOWN (OR EQUAL) IN
CONJUNCTION WITH ROOF GUTTER SYSTEMS
TO PROVIDE INLETS AND OUTLETS,

CLEAN-OUTS, AND JOIN MULTIPLE PIPES AS

NECESSARY.

U.S. DEPARTMENT OF AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE

IN COOPERATION WITH

TAHOE RESOURCE CONSERVATION DISTRICT, anp

NEVADA TAHOE CONSERVATION DISTRICT

DRAWN BY: APPROVED BY: DATE

CLT

DRIVEWAY
CONVEYANCE SLOTTED
SWALE CHANNEL DRAIN

SWALE

SUBSURFACE CONVEYANCE:
SoLID AND PERFORATED

HDPE SMoO0TH WALL RiIGID PIPE, &
CORRUGATED FLEXIBLE PIPE HDPE,
SEE NOTE 3

ROOF GUTTER SYSTEM

CLEAN OuT/
JUNCTION BoOX

SPEE-D BASIN,
NDS PRODUCT NO's,
SEE NOTE 4

PoP UP
EMITTER

101 250 350 NDS &2l

SEDIMENT TRAP -
TOP INLET

5
SEDIMENT TRAP -
SIDE INLET

PREFABRICATED
INFILTRATION
SYSTEM

\QVA®

T T T
Ao aRerarey

DRAIN RoOCK
INFILTRATION
SYSTEM

SEDIMENT TRAP ALTERNATIVES:

PRECAST
12x12 > ‘

PRECAST 12xI8

18x2L4

SumMP

POLYETHYLENE

PREFABRICATED SYSTEM
PRODUCT ALTERNATIVES:

INVISIBLE STRUCTURES

CULTEC \ .
STORMCHAMBER®

D-RAINTANK®

THIS STANDARD DRAWING IS BASED ON A REFERENCE TO THE NRCS STANDARD PRACTICE 570-STORMWATER RUNOFF CONTROL, S60-ACCESS ROAD, AND 558-R0O0OF RUNOFF STRUCTURE.
THIS DRAWING IS INTENDED TO ASSIST THE DESIGNER IN PREPARATION OF A COMPLETE SITE SPECIFIC DESIGN, AND IT IS NOT TO REPLACE THE INDEPENDENT JUDGMENT AND ANALYSIS
BY A QUALIFIED DESIGNER. INFILTRATION SYSTEM SIZING IS CALCULATED BASED ON THE HYDRAULIC CONDUCTIVITY OF THE SOILS ON SITE AND VOLUME OF RUNOFF BEING CAPTURED.
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