
A MINIMUM 12 - 18 INCHES WIDE.

LINE THE SOIL ADJACENT TO DRIVEWAY AND THE SIDE OF TRENCH WITH 8 MIL. PLASTIC TO 
PROTECT THE DRIVEWAY SUB BASE. REFER TO THE APPROVED BMP PLAN AND THE APPROVED 
BMP CALCULATION SPREADSHEET FOR THE SIZING REQUIREMENTS FOR YOUR PROPERTY. 
CONTACT TRPA IF APPROVED PLAN/CALCULATIONS ARE MORE THAN TWO YEARS OLD.

DEPTH MUST BE NO MORE THAN 5 
INCHES ALONG DRIVEWAY EDGE

NON-FLAMMABLE CONTAINMENT BORDERS ARE REQUIRED. OPTIONS FOR 
MATERIALS INCLUDE BRICK, STONE, COBBLE, OR OTHER NON-FLAMMABLE 
LANDSCAPE EDGING MATERIAL. FIRE DEFENSIBLE SPACE GUIDELINES FOR LAKE 
TAHOE REQUIRE A NON-COMBUSTIBLE AREA WITHIN 5 FEET OF A STRUCTURE. 
COMBUSTIBLE MATERIAL SHALL NOT CONNECT FROM A BORDER TO A STRUCTURE.


